PRODUCT CHARACTERISTICS:

- Wood veneered acoustic ceiling tile
- Natural wood veneer
- Durable 16 mm MDF core material
- Lay in tile for T-24 grid
- Tegular edge detail
- Individually demountable
1. Classic Ceiling Tile
2. QL 24-38 Main runner 3600 mm
3. QL 24-38 Cross runner 1200 mm
4. Quick hanger

**MATERIAL PROPERTIES**
- **Material:** 16 mm Medium Density Fibreboard
- **Toplayer:** Organic wood veneer, High Pressure Laminate, RAL painted
- **Sizes:** 600 x 600 mm, 1200 x 600 mm and 1800 x 600 mm. *Other sizes upon request*
- **Weight:** ± 13 kg/m² (plain) or down to 10 kg/m² (perforated)
- **Fire retardant:** Up to class B,s1,d0 (plain) or B,s2,d0 (perforated)
- **Acoustic:** Up to $\alpha_W$ 0.95 / NRC 0.90 / SAA 0.90

**ACOUSTICS**
Contact your sales contact for latest perforation patterns overview and acoustic performance

<table>
<thead>
<tr>
<th>Classic Tile Panel size (LxW)</th>
<th>Lay out</th>
<th>Max. Main runner span</th>
<th>CTC Main runner</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>A</td>
<td>B</td>
<td>C</td>
</tr>
<tr>
<td>600 x 600 mm</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1200 x 600 mm</td>
<td>B*</td>
<td>900</td>
<td>200</td>
</tr>
<tr>
<td>1800 x 600 mm</td>
<td>D</td>
<td>1200</td>
<td>200</td>
</tr>
<tr>
<td>1200 x 600 mm</td>
<td>D</td>
<td>1200</td>
<td>200</td>
</tr>
<tr>
<td>600 x 600 mm</td>
<td>C</td>
<td>1200</td>
<td>200</td>
</tr>
</tbody>
</table>

**CERTIFICATIONS**
- **French VOC regulation class A**
- **E1 (EN 717-1)**
- **FSC NC-COC-016324**